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Rugged stone effect.

Country Stone has a nostalgic appearance, with a rugged finish 
emulating the distinct aesthetics of natural stone.

• Emulates natural stone
• Vibrant long-lasting colours
• Creates a classic, vintage look

Country Stone
375 x 100 x 140mm

240 x 100 x 140mm

200 x 100 x 140mm

225 x 100 x 140mm

160 x 100 x 140mm

Sizes (all in one pack)

Ef-Stop®
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Country Stone

Specification

Product type Concrete Block

Manufactured to BS EN 771-5:2011

Efflorescence Minimum 12 hour vapour curing to significantly reduce the possibility of efflorescence

Strength Compressive strength > 20N / mm2 mean

Installed to BS 5628-3:2005

Shrinkage (Moisture Movement) 0.41mm/m

Durability (Freeze/Thaw) F2 (Severe Exposure)

Tolerances Category D1

Reaction to fire A1

Water absorption by capillary 3g/ (m2 x s)

Water absorption <7% water absorption on average

Water vapour diffusion 
coefficient

30/100 µ

Net dry density 2210 kg/m3

Gross dry density 2200 kg/m3

Shear bond strength 0.15N/mm2

Thermal Conductivity Protected 1.25W/m K Exposed 1.43W/m K

Mortars & Expansion Joints Refer to BS 5628-3:2005

Bed Reinforcement Refer to BS 5628-3:2005

Plus F10 295  Create 45-80-50/322

Applications Above ground, main external wall construction, boundary walls, columns and partitions.

Energy used 100% renewable energy

Water used 100% from our rainwater harvesting system and groundwater bore hole

Recycled content Not less than 5% 

Carbon footprint 36kgCo2e/m2

Recyclable 100% of this product can be recycled

Manufacturing & Delivery From one location within the UK

 rating
www.bre.co.uk

A+, according to the Green Guide to Specification, 4th Edition 2009.

Tobermore products are manufactured in accordance with an accredited ISO 9001:2015 Quality Management. Manufacturing facilities are accredited to ISO14001:2015 
Environmental Management. The company publish environmental labels and declarations in accordance with BES 6001.

Ef-Stop® Stock

product size (mm) colours available in stock
m2 per 
pack 

m2 per 
slice

no. per 
pack

weight kg per 
pack GB

weight kg per 
pack NI/ROI

Country Stone
(single course mixed 
length, all sizes in 
one pack)

375 x 100 x 140
225 x 100 x 140
160 x 100 x 140
240 x 100 x 140
200 x 100 x 140

Bracken, Heather, Slate YES 6.72 1.34

40
40
40
40
40

1560 1560

Country Stone Coping 208 x 300 x 80 Bracken, Heather, Slate YES - - 128 1416 1416

Split 
Face

SF

Finish

Heather Bracken Slate
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All product should be installed in accordance with the 
latest British Standard.
Country Stone is designed to recreate traditional stone 
sizes and to co-ordinate with standard cavity wall 
construction. When Country Stone blocks are used in 
housing projects a clear cavity must be retained.
All new work must be protected during construction and 
must be designed and built in accordance with good 
building practice. Builders familiar with conventional 
brickwork will find that similar installation principles apply.
Joints can be finished flush or tooled depending 
on the overall effect required. Raked joints are not 
recommended. It is vital that all horizontal and vertical 
joints between Country Stone blocks must be 
compacted and free from voids. Shell bedding should 
not be used.

Pillars
The Country Stone range is commonly used on 
pillars, entrances and boundary walls. Pillars can be 
constructed using any of the patterns shown, however, 
the most popular finish is when the Country Stone single 
course mixed length pack is used. The product can be 
used in conjunction with fencing or gates.

Copings & caps
Tobermore supply a specific coping that is suitable for 
Country Stone. The Country Stone coping is textured 
on both ends and ensures the wall is capped with an 
appropriately finished product.

Laying Guidelines
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Country Stone Walling ProjectRevisited

Example Bonding Patterns

Superb Colour Retention

2005

2005
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Single Course using single sizes

Single Course using single sizes laying pattern

Block Size (mm) No. of Blocks/ 3sqm % Mix

140x225x100 10 32.97

140x300x100 8 34.74

140x375x100 6 32.36
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Instructions & Warnings

CORE TERMS (PAVING & WALLING)
Product
All products should be carefully inspected for defects or damage 
upon delivery and prior to being laid or fitted.

Product Information
Within Tobermore, design and development of products is a 
continuing process, and product information is subject to change 
without notice. Accordingly, please check with Tobermore to ensure 
that the product information you have represents the most up-to-
date product information.   

Delivery
Tobermore will ship your products as soon as they are ready, due to 
yard storage restrictions all products must be delivered within 28 
days of the material being ready for delivery.

Prior to Installation
It is good practice to sort products to ensure consistency of colour, 
texture and dimensional tolerance. Any defects must be reported 
without delay. If products are installed with any form of defect 
which was clearly apparent prior to installation the installer will be 
responsible for all costs incurred to rectify the issue.

Installation
All products should be installed in accordance with the latest British 
Standard. 

Colour & Texture
Tobermore produces paving and walling products with excellent 
density and durability. All products are manufactured in batches using 
naturally extracted raw materials including aggregates, pigments and 
cement etc. Products such Braemar, Sienna, Fusion, Mayfair Flags, 
Manhattan, City Pave and Fusion Kerbs are manufactured using 
premium naturally occurring granite aggregates. To achieve their 
final appearance some products undergo secondary processes, this 
involves shot blasting or grinding the surface of the product.

Whilst we have several factory procedures in place to help control 
shade, colour and texture within and between batches we cannot 
guarantee consistency. This is due to the natural materials and 
secondary processes. Therefore, slight variations in the finished 
products is normal between and within batches. These variations 
actually enhance the character and natural beauty of the products. 
Taking delivery of orders within 28 days can reduce the likelihood of 
variations.  

To achieve the best possible finish we recommend the following 
advice is followed to evenly distribute any slight variations in shade, 
colour and texture over a large area.

When the circumstances allow complete one area of paving, one 
retaining wall or one house / building by using products taken from 
the same batch. This is achieved by checking the batch code label 
displayed on the packs.

Always, thoroughly mix products from a minimum of three packs.

Where products are supplied in packs with vertical slices always 
take them “vertically slice by slice” this ensures that colours are 
distributed evenly.

When the circumstances do not allow the use of products from 
the same batch then it is extremely important to minimise possible 
colour banding /shading by always, thoroughly mixing products from 
a minimum of three packs concurrently with some overlap between 
deliveries / batches.

Mixing thoroughly from a minimum of three packs is of particular 
importance when installing single colours such as Golden, Buff, 
Natural, Charcoal, Graphite, Silver, Mid-Grey, Sandstone, Alto Silver, 
Aaron Stone, Jura Grey and Innis Black.

We would always recommend that when purchasing products, 
especially in larger quantities, that they are all ordered at the same 
time.

Please note that the colour of new products will inevitably vary 
compared to those that have been installed for a period of time as 
weathering does take place.

All colour illustrations are as accurate as the printing process will 
allow. For a more accurate colour match please refer to actual 
product samples, which can be provided.

Colours and textures illustrated are representations and therefore 
should not be expected to be an exact match.

Note: Whilst we strive to ensure consistency, complimentary 
products such as Kerb Specials, Step Flags, Facing Brick Specials, 
Historic Circles etc. may not be an exact colour / texture or shade 
match to the standard version of the product as they will have been 
manufactured at varying times using different processes.  

Tegula
Tegula is manufactured using a secondary process that distresses 
the edges and corners of the blocks to give the desired aged 
antique appearance. The process randomly distresses the blocks, 
therefore some blocks will be more distressed than others will, this 
is completely normal and does not affect the product performance.

Staining
Some chemicals that are commonly used in gardens such as lawn 
feed containing Ferrous Sulphate can stain concrete products. Any 
chemicals that are spilt must be removed immediately by rinsing away 
with clean water. Please check the information on the instruction 
label of the container holding the chemical.

Moisture
Occasionally, after installation, some units may show variations 
in shade and have a patchy appearance. This is due to the varying 
amounts of moisture within the concrete and the ground. The drying 
out process of concrete continues in-situ after installation. Some 
units may also retain more moisture than neighbouring units and take 
longer to dry out. This is caused by the variations in density of the 
naturally extracted aggregates used in the manufacturing process. 
Given time and natural weathering, the capillaries within the surface 
of the concrete will gradually close and any patches or moisture 
retention will dissipate as the product matures. This does not affect 
long-term performance.

Efflorescence
Efflorescence is a crystalline deposit that occurs naturally on the 
surface of concrete materials. It usually appears as white deposit 
but can also be brown or yellow in appearance. Tobermore use 
market-leading technology to significantly suppress the occurrence 
of efflorescence, however, if it occurs, it may mask the colour of the 
product for a period of time, but tends to be washed away gradually 
by rain. Tobermore do not replace products with efflorescence. 
Packs of products which have had packaging removed should always 
be re-covered with appropriate packaging to prevent the occurrence 
of secondary efflorescence.

Surface Scratches
Minor scuffs or bruises may occur during delivery, movement onsite, 
and installation (for example, during any plate vibrating process). In 
Tobermore’s experience, these marks usually weather off through 
time. (EasyClean products are protected with a glue dot)

To reduce the risk of surface scratches we strongly recommend the 
use of a vibrating plate with a rubber protective mat.

Ordering
To avoid waste, please ensure that your contractor accurately 
measures the area on site before ordering products. In Tobermore’s 
experience, dimensions taken from a project plan can vary 
significantly from the final layout.

Depending on the layout of the project, we recommend ordering an 
additional 2 - 5% of material to allow for cutting, detailing and wastage.

Manufacturing & Quality Systems

As referred to in Tobermore’s Conditions of Sale
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Tobermore is a BS EN ISO 9001, BS EN ISO 14001 and BES 6001 
registered company. Tobermore uses an integrated management 
system to manage all health & safety and environmental issues.

Product Maintenance
Routine cleaning and maintenance is required to keep the overall 
appearance of products in pristine condition.

All concrete products can develop algae, lichen, and moss growths 
due to environmental conditions and may require cleaning. Areas 
adjacent to plant borders and trees may discolour from transfer of 
plant-life. Tobermore cannot accept responsibility for any of these 
conditions.

Queries & Complaints
Please contact one of Tobermore’s Paving & Walling Centres or 
offices (contact details at www.tobermore.co.uk) with any queries or 
complaints. Any complaints must be notified to Tobermore without 
delay.

FOR FACING BRICK & COUNTRY STONE PRODUCTS
Important Note:
Where the circumstances allow, it is beneficial to complete one 
building / structure using bricks taken from one batch and mixed on 
site from a minimum of 3 packs to avoid colour banding / shading. 
If the circumstances do not allow for this then it is important to 
minimise the possibility of banding / shading by always mixing bricks 
from 3 packs concurrently with some overlap between deliveries.
Where the site conditions allow, it will also be beneficial to take 
receipt of as many bricks as possible at an early stage to maximise 
colour consistency throughout the site.

Installation – Facing Bricks
Please refer to Tobermore’s detailed ‘Guide to the use of Tobermore 
Concrete Bricks’ available on our website: www.tobermore.co.uk

Installation – Country Stone
Tobermore’s Country Stone products are designed to recreate 
traditional stone sizes and to co-ordinate with standard cavity wall 
construction. When used in housing projects, a clear cavity must be 
retained. 
All work must be protected during construction and must be 
designed and built in accordance with accepted industry standards 
and practice. Builders familiar with conventional brickwork will find 
that similar installation principles apply.   Joints can be finished flush 
or tooled depending on the overall effect required. Raked joints are 
not recommended. It is vital that all horizontal and vertical joints 
between Country Stone blocks must be compacted and free from 
voids. Shell bedding should not be used.

Good Practice during Construction - Facing Bricks & Country 
Stone 
• If mortar dry’s on the surface of the bricks it will stain the product 

and may not be removed.
• Mortar extruding from joints should be removed when the mortar 

is wet and during the process of laying.
• Any mortar smears on the brick surface should be removed by dry 

or wet brushing.
• Scaffolding should be installed as per regulatory instructions. 

Please note that mortar can drop and hit the scaffolding and then 
also go onto the wall. You should inspect the work area at all times 
to ensure the brick surface remains mortar free.

• When it rains be careful that any wet mortar on the scaffolding 
does not get ‘splashed’ onto the wall.

• When work stops or is interrupted by inclement weather 
conditions, brickwork should be protected immediately with 
polythene sheeting that is held in place with a suitable fixing. If new 
brickwork is not protected efflorescence, patchy mortar colour, 
patchy brickwork and staining can occur.

• Bricks should always be covered with polythene sheets to avoid 
getting damp or dirty when not being used.

General Cleaning Advice - Facing Bricks & Country Stone
• It is always important to keep bricks as clean as possible while 

laying and tooling. See Good Practice above.
• If mortar has been allowed to dry on the surface of the bricks 

the options you have to clean it off are as follows; Each process 
should be tested first and should ensure the facing bricks are not 
damaged - a. Dry brushing b. Wet brushing c. Using a ‘like coloured’ 
brick to rub the stained brick d. Pressure washing - should only be 
used as a last resort as it will damage the surface and the mortar 
joint if not completed correctly (this method cannot be attempted 
until the area has been allowed to set for a minimum of 7 days).

• Acid cleaning should be avoided.

Movement Joints and Mortar Guidance - Facing Bricks & 
Country Stone
1. NHBC recommends that walls constructed of concrete facing 

bricks should have vertical movement joints included every 6m to 
allow for drying/shrinkage, see PD6697:2010 section 6.2.6.3.4, 
maximum ratio for brickwork panels is to be 3:1 length : height. 
PD6697:2010 section 6.2.6.4 gives advice on joint positions, the 
benefit of brickwork reinforcement at window openings is covered 
in section 6.2.6.7 of the same document. Movement joints should 
be planned prior to commencing any construction to enable them 
to be concealed behind down pipes etc. and ensure the aesthetic 
of the building is maintained.

2. It is important to ensure that the mortar specified for the 
construction is suitable for the contract, see table 15 of 
PD6697:2010 - class M4 is the maximum recommended for 
normal external facing brick walls. This should not be exceeded 
when using Tobermore Concrete facing bricks.

3. We would recommend that you discuss this guidance with all 
parties involved in the design, construction and installation of this 
scheme. We also recommend that you refer to BS EN 1996-1-1 and 
PD6697:2010.

4. Specific professional advice should be obtained at all times before 
commencing building work.

Important Guidance Information: Tobermore Concrete Facing
1. Professional advice, specific to the project, should be sought 

before commencement of the building work.
2. Tobermore Facing Bricks have different properties to clay bricks 

especially in relation to moisture movement. Please refer to ‘Guide 
to the Use of Tobermore Concrete Facing Bricks’, which is available 
on request or at www.tobermore.co.uk 

3. Tobermore recommends that vertical movement joints be spaced 
at no more than 6m apart. Panels of brickwork where the length: 
height ratio exceeds 3 are particularly vulnerable to cracking; if 
they cannot be avoided they should include movement joints at 
closer centres.

4. Movement joints should be planned prior to any construction 
so that they can be concealed behind drainpipes etc. Further 
guidance on moisture movement is available in the ‘Guide to the 
Use of Tobermore Concrete Facing Bricks’ and BSI documents 
BS EN 1996 (Eurocode 6) and PD 6697 (Recommendations for 
Design).

5. It is important to ensure that the mortar specified is suitable for the 
construction, see Table 15 of PD 6697. Mortar of strength class 
M4 will generally be suitable. Please refer to ‘Guide to the use of 
Tobermore concrete facing bricks’, which is available on request.

6. When building with dissimilar materials allowances should be 
made for differential movement. Design guidance from a structural 
engineer should be sought when combining dissimilar materials 
such as clay and concrete facing bricks. Examples of using 
dissimilar materials would be where a clay brick is used to build 
up to the dpc level and then Tobermore concrete facing bricks 
are used above the dpc. In some circumstances the dpc acts as 
a slip plane to separate the two materials which helps to dissipate 
tensile stress. However expert guidance should always be sought 
as to ensure structural stability as further slip planes or bed 
reinforcement may need to be incorporated into the design. 

7. It is recommended that this guidance is discussed with all persons 
involved in the design and construction of the building work.
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tobermore.co.uk

Paving Walling & Retaining Walls Facing Brick

Contact Us

GB:  0844 800 5736 

NI:  028 7964 2411

ROI:  048 7964 2411

Email

technical@tobermore.co.uk

sales@tobermore.co.uk


