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80 Free draining soil or aggregate backfill to
be compacted in maximum 2 course
intervals

C20/25 concrete/compacted
granular levelling pad. Size to be

confirmed on appointment and
review of the soil properties

100mm diameter perforated drainage pipe
to suitable outfall, if applicable

Retaining wall to be founded on suitable
strata, any soft, loose or unsuitable
material to be removed

Temporary cut slope: Safe angle of
repose to be determined by contractor

5.7°

Tobermore Secura
Lite blocks

Tobermore Secura Lite
Coping blocks

Drainage column 150-200mm
wide consisiting of 10mm

single-size drainage
aggregate

TOBERMORE SECURA LITE 0.32m (RETAINED WALL HEIGHT) GRAVITY WALL
FLAT CREST WITH PEDESTRIANS ONLY ABOVE THE WALL ( 2.5kPa )

· This drawing can be used at project concept / appraisal stage but must not be used for construction. Specialist
design advice should be sought prior to construction.

· Tobermore Concrete Ltd can arrange a project specific design on request.

· All dimensions in mm unless otherwise stated.

· All cross sections assume a soil friction angle of 30 degrees.

· All references are to the latest British Standard and European Standards.

· All designs should be checked by a qualified engineer.

· For installation refer to Tobermores installation guide.  www.tobermore.co.uk

· Tobermore Concrete Ltd will not be liable for any loss or damage resulting from the use or reliance on this
drawing.

CONCEPT ONLY
Not for construction
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